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POWER-STRUT® Framing Systems 
Family of Innovative Products

www .alliedeg.com

• CHANNELS

• VARIETY OF FINISHES

• CLAMPS

• PIPE CLAMPS 

• BRACKETS & INSERTS

• PLATES

• POWER-ANGLE®

Slotted Angles

• AICKINSTRUT®

Non-Metallic Framing System

• POWER-STRUT®

16100 S. Lathrop Avenue
Harvey, IL 60426
Tel.  800-882-5543
Fax 708-339-0615

Inch and a Half™

Channel Framing System

Electrical Infrastructure Solutions™

www .alliedeg.com

• 1-1/2 Channel Framing System

• Fast Installation Time

• Complete line of Accessories

• Material & Labor Savings 
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PS Cat.# Part # Description Packaging $U/M Weight

PS9900 10 ZD   818242 solid channel 12GA 50pcs per bdle cft 162 #/cft

PS9902 10 ZD 818245 solid channel 12GA 30pcs per bdle cft 285 #/cft

PS9903 H 10 ZD 818225 holes on bottom 12GA 30pcs per bdle cft 277 #/cft

PS9905 H 10 ZD 818226 holes on bottom 12GA 50pcs per bdle cft 158 #/cft

PS9906 10 ZD 818831 solid channel 14GA 50pcs per bdle cft 75 #/cft

PS9907 H 10 ZD 818238 holes on bottom 14GA 50pcs per bdle cft 71 #/cft

PS9995 H3 10 ZD 819616 holes on 3 sides 12GA 50pcs per bdle cft 150 #/cft

PS9900 20 ZD 818244 solid channel 12GA 25pcs per bdle cft 162 #/cft

PS9902 20 ZD 818246 solid channel 12GA 20pcs per bdle cft 285 #/cft

PS9903 H 20 ZD 818247 holes on bottom 12GA 20pcs per bdle cft 277 #/cft

PS9905 H 20 ZD 818248 holes on bottom 12GA 25pcs per bdle cft 158 #/cft

PS9906 20 ZD 818254 solid channel 14GA 25pcs per bdle cft 75 #/cft

PS9907 H 20 ZD 818255 holes on bottom 14GA 25pcs per bdle cft 71 #/cft

PS9995 H3 20 ZD 818239 holes on 3 sides 12GA 25pcs per bdle cft 150 #/cft

PS9910 1/4 ZD 813607 1/4 channel nuts 100 per box cpc 7.5 #/cpc

PS9910 3/8 ZD 813608 channel nuts 100 per box cpc 9.15 #/cpc

PS9910 1/2 ZD 813609 1/2 channel nuts 100 per box cpc 9.9 #/cpc

PS9911 1/4 ZD 813213 1/4 spring nuts 100 per box cpc 8 #/cpc

PS9911 3/8 ZD 813214 3/8 spring nuts 100 per box cpc 10 #/cpc

PS9911 1/2 ZD 813216 1/2 spring nuts 100 per box cpc 10 #/cpc

PS9911 L 1/4 ZD 813374 1/4 long spring nuts 100 per box cpc 12 #/cpc

PS9911 L 3/8 ZD 813375 3/8 long spring nuts 100 per box cpc 12 #/cpc

PS9911 L 1/2 ZD 813376 1/2 long spring nuts 100 per box cpc 13 #/cpc

PS9912 1/4 ZD 813377 1/4 short spring nuts 100 per box cpc 8 #/cpc

PS9912 3/8 ZD 813378 3/8 short spring nuts 100 per box cpc 9.5 #/cpc

PS9912 1/2 ZD 813381 1/2 short spring nuts 100 per box cpc 9.8 #/cpc

PS9119 1/4 ZD 816822 1/4 square washer 100 per box cpc 8.1 #/cpc

PS9119 3/8 ZD 816823 3/8 square washer 100 per box cpc 11.5 #/cpc

PS9119 1/2 ZD 816824 1/2 square washer 100 per box cpc 14.36 #/cpc

PS9120 1/4 ZD 816829 1/4 saddle washer 100 per box cpc 7 #/cpc

PS9120 3/8 ZD 816830 3/8 saddle washer 100 per box cpc 7 #/cpc

PS9120 1/2 ZD 816831 1/2 saddle washer 100 per box cpc 7 #/cpc

PS9915 ZD 816825 2 hole angle 50 per box cpc 39 #/cpc

PS9916 ZD 816826 3 hole angle 50 per box cpc 46 #/cpc

PS9917 ZD 816827 5 hole angle 25 per box cpc 68 #/cpc

PS9935 ZD 816828 3 hole splice con 25 per box cpc 32 #/cpc
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Power-Strut® Inch and a Half™ Channel
1-1/2 Steel Channel Products  with our Zinc Dichromate Finish

We are expanding the present line of Power-Strut
metal framing products to include our new Inch and
a Half line of Zinc Dichromate 1-1/2 steel metal
framing. This complete line includes channels, 
fittings and accessories of American manufacture
for any 1-1/2 framing or support problem... 
large or small, heavy or light. 

Power-Strut is proud to develop this new line of
products with the same exacting standards of
research, design, engineering and manufacturing
that go into production of the Power-Strut system.
Maximum recommended load ratings for channels
have been established through testing and are
based on allowable stresses applicable to the 
1-1/2 Power-Strut Material Specification. 

FEATURES

• Durable Framing family of products

• Zinc Dichromate Gold colored Finish

• Hot-galvanized steel for durability

• Meets all 1-1/2 installation requirements

• Available family of bracket and fitting
accessories

• Marks on channel to indicate length

For more information, contact your local Allied Electrical Group Representative.) 

Weights and Dimensions for 1-1/2 Steel Channel & Pipe Clamps

SPECIFICATIONS FOR INCH AND A HALF™ CHANNEL

Step 1.
Insert the clamping nut anywhere along the
continuous slot channel. A clockwise 90°
turn positions the grooves and teeth in the
nut with the inserted edges of the channel. 

Step 2.
The Power-Strut Inch and a Half fitting 
provides the connection of 
framing channels.

Step 3.
Tighten the bolt(s) to secure the connection. 

TM

Inch and a Half™ Installation Steps
Inch and a Half Power-Strut Connections are easy, Easy as 1 - 2 - 3 . . .

The PS 1-1/2 product line uses Power-Strut pipe clamps.  All available sizes and part #s are listed below.  
Designate the finish with EG (electro-galvanized) or ZD (zinc dichromate), for assembled clamps add an AS.                  

PS Cat.# Description Available Sizes

PS 1000 EMT Conduit Clamp 1/2" - 2"

PS 1100 Standard Pipe Clamp 3/8" - 12"

PS 1200 O.D. Tubing Clamp 1/4" - 8 5/8"

PS 1300 Universal Clamp for EMT, IMC & GRC 1/2" - 2"
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PS Cat.# Part # Description Packaging $U/M Weight

PS9900 10 ZD   818242 solid channel 12GA 50pcs per bdle cft 162 #/cft

PS9902 10 ZD 818245 solid channel 12GA 30pcs per bdle cft 285 #/cft

PS9903 H 10 ZD 818225 holes on bottom 12GA 30pcs per bdle cft 277 #/cft

PS9905 H 10 ZD 818226 holes on bottom 12GA 50pcs per bdle cft 158 #/cft

PS9906 10 ZD 818831 solid channel 14GA 50pcs per bdle cft 75 #/cft

PS9907 H 10 ZD 818238 holes on bottom 14GA 50pcs per bdle cft 71 #/cft

PS9995 H3 10 ZD 819616 holes on 3 sides 12GA 50pcs per bdle cft 150 #/cft

PS9900 20 ZD 818244 solid channel 12GA 25pcs per bdle cft 162 #/cft

PS9902 20 ZD 818246 solid channel 12GA 20pcs per bdle cft 285 #/cft

PS9903 H 20 ZD 818247 holes on bottom 12GA 20pcs per bdle cft 277 #/cft

PS9905 H 20 ZD 818248 holes on bottom 12GA 25pcs per bdle cft 158 #/cft

PS9906 20 ZD 818254 solid channel 14GA 25pcs per bdle cft 75 #/cft

PS9907 H 20 ZD 818255 holes on bottom 14GA 25pcs per bdle cft 71 #/cft

PS9995 H3 20 ZD 818239 holes on 3 sides 12GA 25pcs per bdle cft 150 #/cft

PS9910 1/4 ZD 813607 1/4 channel nuts 100 per box cpc 7.5 #/cpc

PS9910 3/8 ZD 813608 channel nuts 100 per box cpc 9.15 #/cpc

PS9910 1/2 ZD 813609 1/2 channel nuts 100 per box cpc 9.9 #/cpc

PS9911 1/4 ZD 813213 1/4 spring nuts 100 per box cpc 8 #/cpc

PS9911 3/8 ZD 813214 3/8 spring nuts 100 per box cpc 10 #/cpc

PS9911 1/2 ZD 813216 1/2 spring nuts 100 per box cpc 10 #/cpc

PS9911 L 1/4 ZD 813374 1/4 long spring nuts 100 per box cpc 12 #/cpc

PS9911 L 3/8 ZD 813375 3/8 long spring nuts 100 per box cpc 12 #/cpc

PS9911 L 1/2 ZD 813376 1/2 long spring nuts 100 per box cpc 13 #/cpc

PS9912 1/4 ZD 813377 1/4 short spring nuts 100 per box cpc 8 #/cpc

PS9912 3/8 ZD 813378 3/8 short spring nuts 100 per box cpc 9.5 #/cpc

PS9912 1/2 ZD 813381 1/2 short spring nuts 100 per box cpc 9.8 #/cpc

PS9119 1/4 ZD 816822 1/4 square washer 100 per box cpc 8.1 #/cpc

PS9119 3/8 ZD 816823 3/8 square washer 100 per box cpc 11.5 #/cpc

PS9119 1/2 ZD 816824 1/2 square washer 100 per box cpc 14.36 #/cpc

PS9120 1/4 ZD 816829 1/4 saddle washer 100 per box cpc 7 #/cpc

PS9120 3/8 ZD 816830 3/8 saddle washer 100 per box cpc 7 #/cpc

PS9120 1/2 ZD 816831 1/2 saddle washer 100 per box cpc 7 #/cpc

PS9915 ZD 816825 2 hole angle 50 per box cpc 39 #/cpc

PS9916 ZD 816826 3 hole angle 50 per box cpc 46 #/cpc

PS9917 ZD 816827 5 hole angle 25 per box cpc 68 #/cpc

PS9935 ZD 816828 3 hole splice con 25 per box cpc 32 #/cpc
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Power-Strut® Inch and a Half™ Channel
1-1/2 Steel Channel Products  with our Zinc Dichromate Finish

We are expanding the present line of Power-Strut
metal framing products to include our new Inch and
a Half line of Zinc Dichromate 1-1/2 steel metal
framing. This complete line includes channels, 
fittings and accessories of American manufacture
for any 1-1/2 framing or support problem... 
large or small, heavy or light. 

Power-Strut is proud to develop this new line of
products with the same exacting standards of
research, design, engineering and manufacturing
that go into production of the Power-Strut system.
Maximum recommended load ratings for channels
have been established through testing and are
based on allowable stresses applicable to the 
1-1/2 Power-Strut Material Specification. 

FEATURES

• Durable Framing family of products

• Zinc Dichromate Gold colored Finish

• Hot-galvanized steel for durability

• Meets all 1-1/2 installation requirements

• Available family of bracket and fitting
accessories

• Marks on channel to indicate length

For more information, contact your local Allied Electrical Group Representative.) 

Weights and Dimensions for 1-1/2 Steel Channel & Pipe Clamps

SPECIFICATIONS FOR INCH AND A HALF™ CHANNEL

Step 1.
Insert the clamping nut anywhere along the
continuous slot channel. A clockwise 90°
turn positions the grooves and teeth in the
nut with the inserted edges of the channel. 

Step 2.
The Power-Strut Inch and a Half fitting 
provides the connection of 
framing channels.

Step 3.
Tighten the bolt(s) to secure the connection. 

TM

Inch and a Half™ Installation Steps
Inch and a Half Power-Strut Connections are easy, Easy as 1 - 2 - 3 . . .

The PS 1-1/2 product line uses Power-Strut pipe clamps.  All available sizes and part #s are listed below.  
Designate the finish with EG (electro-galvanized) or ZD (zinc dichromate), for assembled clamps add an AS.                  

PS Cat.# Description Available Sizes

PS 1000 EMT Conduit Clamp 1/2" - 2"

PS 1100 Standard Pipe Clamp 3/8" - 12"

PS 1200 O.D. Tubing Clamp 1/4" - 8 5/8"

PS 1300 Universal Clamp for EMT, IMC & GRC 1/2" - 2"
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